
































2uadratic behavior of fiber Bragg grating
emperature coefficients
ordon M. H. Flockhart, Robert R. J. Maier, James S. Barton, William N. MacPherson,
ulian D. C. Jones, Karen E. Chisholm, Lin Zhang, Ian Bennion,
an Read, and Peter D. Foote
We describe the characterization of the temperature and strain responses of fiber Bragg grating sensors
by use of an interferometric interrogation technique to provide an absolute measurement of the grating
wavelength. The fiber Bragg grating temperature response was found to be nonlinear over the tem-
perature range 70 °C to 80 °C. The nonlinearity was observed to be a quadratic function of temper-
ature, arising from the linear dependence on temperature of the thermo-optic coefficient of silica glass
over this range, and is in good agreement with a theoretical model. © 2004 Optical Society of America
































ragg gratings are increasingly being used as optical
ber sensors for a wide range of applications,1 nota-
ly for strain and temperature measurements. The
ransduction mechanism is the dependence of the re-
ected Bragg wavelength on the measurand, and a
ompelling advantage is the compatibility of Bragg
ratings with wavelength-division multiplexing.
ne of the primary physical parameters of interest is
emperature, and fiber Bragg grating FBG sensors
ave been demonstrated for a number of applica-
ions.1
Extensive research has investigated the strain and
emperature sensitivity of FBGs for use as optical
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nd strain coefficients reported in the literature vary
onsiderably. It is well known that the strain and
emperature coefficients vary with wavelength2; how-
ver, the wavelength-normalized coefficients also
how a spread of values. The wavelength-
ormalized strain coefficient is observed to range
rom 0.70  106 ε1 Ref. 3 to 0.77  106 ε1
Ref. 2 for FBGs at approximately 1550 nm; these
ifferences could be due to variations in the strain-
ptic coefficients among different optical fibers.
lso, the wavelength-normalized temperature coeffi-
ients cover a range of values from approximately 3
06 K1 Ref. 4 to 8  106 K1 Ref. 2 for FBGs
ith a nominal Bragg wavelength of 1550 nm.
he type and concentration of the dopant used in the
ore of the optical fiber to increase its refractive index
s known to affect the thermo-optic coefficient of the
lass.5
Previous research has reported the nonlinear
avelength response as a function of temperature for
BGs at cryogenic temperatures owing to the nonlin-
ar thermo-optic and thermal expansion coefficients
f silica glass.6–8 A nonlinear temperature response
as also suggested in a study of the temperature
ependence of type I and type IIa gratings in highly
oped Ge fibers GeO2 concentration 20 mol. %
ith and without hydrogen loading.9 However, the
uthors observed a linear temperature response over
he temperature range 296–576 K; the nonlinear
emperature response was indicated only by a single
easurement at 77 K. The authors of Refs. 6–8 also
























































































































relecommunication fiber SMF28 fiber that sug-
ested a nonlinear wavelength response; however,
nly three measurement points were presented over
he temperature range 77–573 K. Therefore the or-
gins of the nonlinearity were not clearly established;
hey may be previously reported nonlinearities at
ryogenic temperatures6–8; alternatively, Flockhart
t al.10 have observed changes in the temperature
ensitivity that are due to buffer-recoating effects.
nonlinear temperature response has also been ob-
erved over the very wide temperature range 20 °C
o 1150 °C for type IIa FBGs in N2-doped silica fi-
ers.11 The dependence of temperature on wave-
ength was observed to increase from 0.013 to 0.0175
mK1 for a Bragg grating with a center wavelength
f 1550 nm at room temperature.
The reported nonlinear temperature dependence of
he Bragg wavelength is most likely due to the tem-
erature dependence of the thermo-optic coefficient,
rovided that any other nonlinearities in the reported
xperimental systems are accounted for. The tem-
erature dependence of the thermo-optic coefficient
as observed to be linear over the temperature range
0 °C to 220 °C at a wavelength of 633 nm in unbuf-
ered single-mode fiber by measurement of the fringe
hift in a Fabry–Perot FP interferometer and a sep-
rate measurement of the thermal expansion coeffi-
ient.12 However, the magnitude of the average
hermo-optic coefficient is known to decrease at
onger wavelengths13; it is therefore possible that the
emperature dependence of the thermo-optic coeffi-
ient will also be different at longer wavelengths than
or measurements at 633 nm. Thus it is desirable to
arry out a direct experimental measurement of any
onlinear effect for FBG sensors at 1550 nm. In
ractical sensor systems the temperature response is
ften assumed to be linear near room temperature.
typical temperature range for some FBG sensing
nd communications applications is 70 °C to
80 °C. Therefore, to permit accurate temperature
r strain measurements to be performed, the wave-
ength dependence of the grating on temperature or
train must be well understood. In applications in
hich temperature is not the primary measurand of
nterest, the wavelength’s dependence on tempera-
ure must be accurately known to allow suitable tem-
erature compensation or discrimination to be
ade.14
In this paper we investigate the magnitude of the
onlinear wavelength response to temperature in de-
ail over the wavelength range 1524–1573 nm and
ver a temperature range of 70 °C to 80 °C. We
escribe two techniques for interrogation of the
ragg wavelength, and we compare our data with an
xisting model for thermo-optic coefficients of glasses
s a means of explaining the nonlinear temperature
esponse.15,16 One interrogation technique is based
n scanning interferometry for high-accuracy wave-
ength measurement. This technique is based on
ourier-transform spectroscopy, in which the signal
s processed by use of Hilbert transforms,17,18 facili-
ating accurate measurements of the temperaturend strain coefficients of an array of Bragg gratings.
he second technique used is based on a system con-
isting of a scanning FP filter and a superlumines-
ent broadband source at 1.55 m with a 3-dB
andwidth of 40 nm. The gratings were all of type
,19 but they had different strengths refractive-index
odulation depth and wavelengths 1550 nm.
ur measurements show that the temperature re-
ponse is nonlinear over the temperature range
70 °C to 80 °C, with a maximum deviation from
inearity of35 pm, which is equivalent to an error of
3.5 °C.
. Interferometric Fiber Bragg Grating Interrogation
o investigate temperature and strain sensitivity we
abricated an array of three wavelength-division mul-
iplexed FBGs from 1524 to 1573 nm. The grating
rray was written into hydrogenated 200 bars for 20
Pa single-mode Ge-doped telecommunications fi-
er by two-beam holographic exposure by use of a
requency-doubled Ar-ion laser. The array con-
isted of a high-reflectivity 100% grating at 1524
m, a low-reflectivity 37% grating at 1549 nm,
nd a high-reflectivity 100% grating at 1573 nm.
he length of each grating was 6 mm; there was an
1-mm separation between gratings. Immediately
fter inscription the grating array was recoated with
eSolite 950-200 splicing compound and annealed at
50 °C for 24 h to ensure the spectral stability of the
ratings at the desired maximum operating temper-
ture of 80 °C.
The grating array was housed in a purpose-built,
utomated temperature and strain test rig. The test
ig was designed to simulate the environmental con-
itions that the gratings would experience in typical
pplications such as structural monitoring over a
emperature range of 30 °C to 80 °C and a strain
ange of 0–2000 ε. The temperature-cycling test
ig consisted of two cascaded Peltier heat pumps
riven and controlled by a 40-W proportional, inte-
ral, and derivative PID thermoelectric controller
Wavelength Electronics, Model LFI-3551. A large
ctively cooled heat sink was required for dissipating
he heat transferred during cooling, thus allowing the
ow-temperature extreme to be achieved. The re-
oating material was removed to eliminate any pos-
ible thermal effects caused by the buffer material, as
ere previously observed.10 The FBG array was lo-
ated in a 1-mm-wide channel between two 2-mm-
hick aluminum plates, which were instrumented
ith thermistors for the PID control, and three Class
platinum 100- resistance thermometers RTDs
or accurate temperature measurement across the
late. To ensure good thermal conductivity between
he aluminum plates and the FBGs, the array was
mbedded in silicone grease with a thermal conduc-
ivity of 0.16 W m1 K1; silicone grease was also
hosen to minimize any strain transfer between the
rease and the FBG array. The Peltier elements
nd the aluminum plates were thermally insulated
rom the outside environment by 40 mm of polysty-










































































































2er vapor at temperatures below the dew point, silica
el was used in the temperature-controlled chamber
o provide a dry atmosphere.
The test rig was also designed to allow the fiber
ragg gratings to be strained. The optical fiber was
lamped between two 0.75-mm-thick compliant
heets attached to brass plates. A clamping length
f 15 mm was used, and, with sufficient clamping
ressure, no slippage was observed during these ex-
eriments. One end of the fiber was clamped to a
elles-Griot Nanostepper translation stage, which
as used to strain the FBG array longitudinally.
he other end was clamped to a 2-kg load cell to
onitor directly the load on the fiber. To determine
he strain on the fiber from the applied load, one must
now the Young modulus of the fiber; however, it is
ossible to calibrate directly the output of the load
ell to the applied strain by measuring the load cell’s
utput versus the translation stage’s displacement
or two different known lengths of fiber. Using this
echnique, we found the calibration constant to con-
ert the load cell voltage output into applied strain to
e 338.3 	 3 ε V1.
Fourier-transform spectroscopy was used to mea-
ure the FBG’s amplitude spectra from all three grat-
ngs simultaneously. The experimental setup is
hown in Fig. 1. Light from a broadband Er ampli-
ed spontaneous emission ASE source 
Pout  15
Bm, 3dB  1527–1562 nm illuminated the
BG array via a polarization-independent optical
solator and a wideband coupler 3-dB coupler with
0.3-dB uniformity at 1550 	 40 nm. The FBG
rray was fusion spliced to one arm of the coupler,
nd the distal ends of the two coupler arms were
ngle cleaved to prevent Fresnel reflections from
ropagating back along the fiber. The light reflected
rom the gratings was collimated and launched into a
canning Michelson interferometer. In one arm of
he interferometer a hollow retroreflector, mounted
pon a Melles-Griot Nanostepper translation stage,
olded the beam onto the end mirror. A He–Ne laser
eam,  1523.1 nm, propagated collinearly with the
ight from the gratings and was used to calibrate the
ptical path difference OPD scan to provide an ab-
olute wavelength reference for the measurements.
n OPD scan of 87.4 mm, corresponding to 218 sam-
les, was used for the Fourier transform, thus giving
spectral resolution of 27.5 pm at 1550 nm; however
he Bragg wavelengths were demodulated with bet-
Fig. 1. Diagram of the experimental setup.746 APPLIED OPTICS  Vol. 43, No. 13  1 May 2004er resolution when Hilbert transform signal process-
ng was used.17
. Results and Discussion
. Temperature Characterization
temperature range of 30 °C to 80 °C was investi-
ated. Narrow-range thermistors were used to im-
rove the thermal stability of the PID control loop;
herefore the temperature range was split into three
ubranges: 30 °C to 5 °C, 7.5 °C to 42.5 °C, and
5 °C to 80 °C. Three repeated temperature cycles
ere carried out in each subrange by use of a tem-
erature interval of 2.5 °C and a settling time of 15
in to allow the aluminum plates and the FBGs to
chieve thermal equilibrium.
At each temperature set point an interferogram
as acquired and the temperature was measured by
oth a Pt RTD and a thermistor. The standard de-
iation of the thermistor temperature measurements
t each set point was approximately 0.05 °C, indicat-
ng good thermal stability. The interferograms were
ecalibrated with the superimposed reference He–Ne
nterferometer, and a Fourier transform was applied,
esulting in the amplitude spectra of the FBGs. The
WHM of the three gratings’ spectra were measured
o be 0.8, 0.2, and 0.9 nm for the 1524-, 1549-, and
573-nm gratings, respectively. Bragg wavelength
an be calculated by a number of techniques such as
eak detection and curve fitting; however, the spectra
f the strong gratings are not ideally suited to either
f these techniques, as they exhibit a flat-topped re-
ponse. Therefore the center wavelength of each
rating was calculated by the Hilbert transform tech-
ique.10 The measured temperature response for
he 1549-nm FBG is shown in Fig. 2. For each grat-
ng a linear least-squares LSQ fit was made to the
easured temperature response and the residual to
he fit was calculated; the residual for the 1549-nm
BG is shown in Fig. 2b. The residual clearly
hows higher-order structure, and similarly shaped
esiduals were also observed for the 1524- and
573-nm FBGs in the array.
Second-order polynomial LSQ fits were made of the
easured temperature responses, and the residuals
o the fits were calculated. The residual to the
econd-order fit for the 1549-nm FBG is shown in Fig.
b. The residuals showed no higher-order struc-
ure present and showed a general scatter about zero,
hus indicating a good fit. Regression analysis was
sed to determine the standard errors of the fit and to
alculate 95% confidence belts for the fit; these values
re also shown in Fig. 2b to indicate the quality of
he fit and the magnitude of the observed scatter.
he coefficients and the standard errors of the coef-
cients were calculated from the least-squares fits
nd are listed in Table 1. The R2 regression coeffi-
ient for each FBG indicates an excellent fit R2  1
ndicates a perfect fit; this was verified by the small
agnitude of the standard error for each coefficient.
he fitted coefficients for all the gratings showed good









































































whe Bragg wavelength. This indicates the dispersive
ature of the thermo-optic coefficient; however care
ust be taken, as the magnitude of this increase for
he second-order term for the 1549- and 1573-nm
BGs can be accounted for by the error of the fitted
oefficient.
Possible experimental causes of the nonlinearity
ave been identified as FBG convolution with the
ource spectrum, nonlinear temperature measure-
ent, presence of a temperature gradient across the
luminum plate in the test rig, and an artifact of
ignal processing. We believe that these causes can
ll be eliminated. First, as all three FBGs lie in
ifferent regions of the source spectrum, the convo-
ution will be different for each one. Although the
easured spectra of the 1524- and 1573-nm FBGs
re affected by the slope of the source spectrum, the
hange in the convolution as the FBG spectrum
oved with temperature was investigated and found
ig. 2. a Temperature response of the 1549-nm FBG: mea-
ured wavelength shift crosses and LSQ fit solid curve. b
esidual to the linear fit triangles and second-order fit crosses
ith 95% confidence belts.
Table 1. Calculated Coefficients and Standard Errors for LSQ Secon
Coe
FBG nm a  10
6 nm K2 b  10
1524 12.22 	 0.14 8.8049
1549 12.73 	 0.15 9.0103
1573 12.83 	 0.17 9.1044o have a negligible effect on the measured tempera-
ure response. The source spectrum was nearly flat
or the 1549-nm FBG; thus it had a minimal affect on
he measured wavelength. Second, the measured
emperature response was similar for Pt RTDs and
hermistors; the thermistors used for this research
ad a large negative thermal coefficient, the opposite
f the Pt RTD response. The effect due to the pres-
nce of a temperature gradient across the plate can
lso be eliminated. Each grating has a different
hysical location within the plates and thus experi-
nces a slightly different temperature. At the low-
nd high-temperature extremes the two gratings
earer the edges of the plates will experience a tem-
erature closer to the ambient temperature. If this
ifference is significant a residual of a different form
rom that observed would be produced; also, the
549-nm FBG, which is located centrally within the
luminum plates, would be least affected by any tem-
erature gradient. Finally, signal processing can be
liminated as a cause of nonlinearity, as the calcu-
ated wavelengths for the strain cycling experiments,
hich are detailed below, do not show the same re-
idual. The quadratic residual is therefore believed
o be due to a nonlinear temperature response of the
rating.
. Secondary Experiment
o confirm the observed nonlinearity we performed
n independent experiment on a single FBG, using
different wavelength interrogation technique and
different temperature cycling setup. The FBG
as fabricated in SMF28 fiber with a center Bragg
avelength of 1557 nm, a FWHM of 0.3 nm, and a
eflectivity of 50%. The FBG was immersed in
n isopropanol IPA and dry-ice slush bath, which
llowed a low-temperature extreme of 70 °C to be
eached. To ensure absolute strain-free mounting,
e held the fiber at a single location just short of the
BG, with the remaining short length of fiber float-
ng in the bath. A schematic of the experimental
etup is shown in Fig. 3. A two-stage bath was
sed, with the outer bath stirred strongly to ensure
omogeneous temperature distribution and the in-
er bath stirred gently to minimize convection cur-
ents. A small heater was used to raise the
emperature of the outer slush bath. The FBG and
Pt RTD located in close proximity to the FBG were
rapped into a thin Ai foil to minimize local tem-
erature gradients. The FBG was illuminated by
superluminescent diode source 
SLD; Pout  8.5
Bm, 3dB  1520–1570 nm via an optical fiber
er Fits to the FBGs’ Temperature Responses and the R2 Regression
nts
K1 c nm R2
082 1523.98598 	 0.00017 0.999976
086 1548.68187 	 0.00018 0.999974








































































2irculator; light reflected from the grating was
assed back through the circulator to a FP filter
Queensgate DMC 300. The FP filter 
free spec-
ral range FSR, 40 nm; finesse, 200 was temper-
ture stabilized to 	0.1 °C.
With this experimental configuration the temper-
ture is not actively controlled but changes slowly;
he heater is used to raise the temperature of the
lush bath above ambient. The duration of the wave-
ength scan of the FP filter across the grating spec-
rum is typically 3 s, and the temperature of the
ragg grating during the scan is measured with the
t RTD. A second-order polynomial, fitted to the
onvolved spectrum above the 3-dB level, is used to
alculate the centroid location of the Bragg reflection
eak. The measured temperature response of the
BG from 70 °C to 75 °C is shown in Fig. 4. As in
he previous experiment described above, a linear
SQ fit was made to the measured temperature re-
ponse and the residuals to first- and second-order
ts were calculated and are shown in Fig. 4b. As in
he principal experiment, the residual to the first-
rder fit clearly shows higher-order structure of a
uadratic nature. A second-order fit confirms this;
owever, further structure is still evident, but this is
ue to a temperature variation between the FBG and
he Pt RTD when the temperature of the heater was
hanged. The cause of the temperature variation is
he different thermal time constants of the two sen-
ors as a result of their different sizes; the thermal
ime constant of the FBG is much less than that of the
t RTD.
The observation of the quadratic temperature re-
ponse with this secondary experiment confirms our
nitial observation, and the nonlinearity was not an
rtifact of our experimental system. For most sens-
ng applications the temperature response of FBGs is
ssumed linear over this temperature range; how-
ver, this nonlinearity cannot be neglected for sens-
ng systems that require measurement accuracies
ig. 3. Experimental setup for the secondary temperature char-
cterization experiment.748 APPLIED OPTICS  Vol. 43, No. 13  1 May 2004etter than 	35 pm, as indicated by the deviation
rom linearity shown in Fig. 4.
. Model of the Thermo-Optic Coefficient
e have applied a model developed by Ghosh to ex-
lain the behavior of the thermo-optic coefficient dn
T of optical glasses; this model was applied to
ilicate glasses15 and to standard optical glasses.16
he model of standard optical glasses is based on
easurements of the thermo-optic coefficient and the
hermal expansion of four National Institute of Stan-
ards and Technology standard reference material
lasses.20 One of these materials is silica, which is
he main host material used in the fabrication of
ptical fibers. The model developed by Ghosh is
ased on the temperature dependence of the excitonic
andgap, an isentropic bandgap, and the thermal ex-
ansion coefficient of the glass. Ghosh considers the
hermo-optic coefficient to be dependent on both elec-
ronic transitions and optical phonons. The thermo-





2 13R  1Eeg dEegdT R2 , (1)
here n0 is the low-frequency refractive index in the
nfrared region,  is the coefficient of thermal expan-
ig. 4. a Temperature response of the 1557-nm FBG: mea-
ured data darker curve and linear LSQ fit lighter curve. b
esidual to the linear fit triangles and second-order fit crosses









































































wion, Eeg is the excitonic bandgap, and R is the nor-







2 is the wavelength that corresponds to the
sentropic bandgap, Eig. This bandgap has been ob-
erved to be unaffected by changes in temperature,21
hereas the excitonic bandgap decreases with tem-
erature. Equation 1 shows that the thermo-optic
oefficient depends on two terms; the first describes
he contribution from the thermal expansion coeffi-
ient and the second describes the contribution from
he temperature dependence of the excitonic
andgap. The first term is negative for silica, as the
hermal expansion coefficient is positive within the
emperature range that we are interested in. The
ontribution of this term is small, as the magnitude of
is of the order of 106 K1. However, the temper-
ture variation of Eeg is of the order of 10
4 eV K1
nd is normally negative for glasses.21 The contri-
ution from the second term is therefore positive and
s the dominant term, resulting in a positive thermo-
ptic coefficient. By analysis of experimental
efractive-index data, Ghosh calculated the temper-
ture dependence of Eeg and observed a nonlinear
esponse, with dEegdT decreasing linearly with tem-
erature; he calculated dEegdT over the tempera-
ure range 25 °C to 115 °C.
Using the model and data presented by Ghosh,16
e calculated the change in the thermo-optic coeffi-
ient with temperature over a temperature range of
30 °C to 80 °C for the three grating wavelengths.
e assumed that the linearity of dEegdT extends
rom 25 °C to30 °C, and the thermal expansion was
ssumed to be constant. The refractive index at
ach grating wavelength was calculated by use of
emperature-dependent Sellmeier coefficients for
used silica.22 We then calculated the change in the
rating’s wavelength over the experimental temper-
ture range, using the temperature-dependent
hermo-optic coefficient, and the effective refractive
ndex of the grating was assumed constant over the
mall wavelength change of the grating.
Figure 5a shows the theoretical change in wave-
ength calculated from the model and the experimen-
al results for the 1549-nm FBG. To allow a graphic
omparison of the residual to be made, as in the ex-
erimental measurements, we made a linear LSQ fit
o the modeled data and calculated the residual,
hich is shown in Fig. 5b. Excellent correlation
an be observed between the change in wavelength
ith temperature and the shape and magnitude of
he residual to a linear LSQ polynomial fit. A small
ariation in sensitivity can be observed between the
easured and the modeled data; however, the non-
inearity of the temperature response agrees well
ith the experimental data. The variation in the
ensitivity could be due to a difference between the
hermal expansion coefficient used for the model and
hat of the fiber. The modeled data are also based onxperimental measurements of the refractive index
nd the thermo-optic coefficient of fused silica; how-
ver, the core of the optical fiber is not pure fused
ilica but is doped to increase the refractive index.
he exact core composition was not known. The Ge
opant will affect the thermo-optic coefficient; how-
ver, the dopant concentration is typically small
5%; therefore the temperature response of the op-
ical fiber is assumed to be comparable to that of
used silica.
ig. 5. a Temperature response of the 1549-nm FBG: mea-
ured wavelength change crosses and modeled data solid curve.
b Residual to the linear fit of experimental triangles and mod-
led solid curve data.
ig. 6. Wavelength residual to the linear fit of the 1557-nm FBG
emperature response triangles and residual of the calculated









































































2We also applied the model to the measured wave-
ength response, using the secondary experiment
ver the extended temperature range of 70 °C to
5 °C. As before, linear LSQ fits were made to the
xperimental data and the modeled data. The re-
iduals to these fits show excellent correlation and
re shown in Fig. 6.
. Strain Characterization
he strain response of the FBGs in the array was also
nvestigated. A Melles-Griot Nanostepper transla-
ion stage was used to strain the fiber, and the load on
he fiber was measured directly with a 2-kg load cell.
he measured load was converted to strain by use of
calibration constant of the load cell that was previ-
usly measured. The temperature in the test rig
as held constant at 20 °C, and the strain response
as investigated over the range 0–2000 ε. The
emperature stability was measured to be 	0.01 °C,
ig. 7. a Strain response of the 1524-nm FBG and b residual to
he linear fit. c Response of the 1549-nm FBG and d residual
o the linear fit.
Table 2. Linear Regression Analysis of Strain Resp
FBG ε0 nm Sensitivity pm ε
1524.16354 	 0.00014 1.22881 	 0.0001
1548.86369 	 0.00023 1.25087 	 0.0002
1572.97662 	 0.00053 1.26992 	 0.0005750 APPLIED OPTICS  Vol. 43, No. 13  1 May 2004hich corresponds to an equivalent strain error of
0.1 ε. The strain responses of the 1524- and
549-nm FBGs are shown in Fig. 7. As in the anal-
sis of the temperature experiments, a linear LSQ fit
as made to the strain response and the residual to
he fit was calculated. The magnitude of the resid-
als is greatly reduced, although some structure is
resent; however, in general the residuals show an
xcellent repeatability, to within less than 5 pm.
he residual for the 1524-nm FBG shown in Fig. 7a
xhibits little structure, and the rms deviation of the
SQ fit is 0.57 pm, which suggests that the measure-
ent technique is capable of subpicometer resolution.
egression analysis based on the linear LSQ fits was
erformed, and the calculated coefficients are listed
n Table 2. The R2 regression coefficient is approx-
mately 1 for each strain response, indicating an ex-
ellent fit; this is also reflected in the small
agnitude of the calculated standard error for each
oefficient. The wavelength-normalized strain coef-
cients were calculated to be 0.81  106 ε1 for all
hree FBGs in the array.
. Conclusions
e have used Fourier-transform spectroscopy to pro-
ide absolute wavelength measurements to charac-
erize the wavelength changes in fiber Bragg gratings
ith applied temperature or strain. We performed
wo independent experiments to investigate the lin-
arity of the temperature response over a tempera-
ure range of70 °C to 80 °C, which typically may be
ncountered by FBG sensors in a range of applica-
ions. These experiments showed that a simple lin-
ar temperature coefficient is insufficient to
epresent Bragg wavelength shifts over relatively
odest temperature ranges. The effect is 20-pm
eviation from linearity, equivalent to a 2 °C error
ver the temperature range 30 °C to 80 °C, and
35-pm deviation for an extended temperature range
f 70 °C to 80 °C, which hence is not negligible.
he measured nonlinearity is consistent with
hosh’s model of the temperature dependence of the
hermo-optic coefficient of silica glass, which predicts
quadratic term in the Bragg wavelength shift as a
unction of temperature and is in very good agree-
ent with the observations. To our knowledge this
s the first report of the use of this model to explain
he nonlinear temperature response of a FBG. We
ave also characterized the strain response of three
BGs spanning 1524–1573 nm. The measured
avelength change was observed to be linear with
pplied strain, and the wavelength-normalized strain
ensitivity was measured to be 0.81  106 ε1.
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